.187 DIA. DRIVE T\

TOP VIEW
-~ 1.800 [45.72]— -

H—100—¢¢0 2

10" LONG
. L #1.610 [40.89]
8” LONG
70
O0—RING
60 M22 X 1.5
5 EXTERNAL THREAD
>
50 O\Z\ X
& ‘}e /
S
SASE
40 =
NV J \
OUTPUT
VOLTAGE, 30 / \h&‘p 2.75
P. TO P. 6\
/ q}O [69.85mm]
20 > [
\O 1 e
500 S ]
10 / ﬁ
[0} 4 8 12 16 20 24
RPM X100 187 DIA. MALE DRIVE
SPECIFICATIONS: (INTERCHANGEABLE)
1. FREQUENCY: 8 PULSES PER REV.
2. DC SOURCE IMPEDANCE: 285 +10 OHMS f
3. INDUCTANCE: 107 mH @ 1000Hz 1.00”
[25.4mm]
3. HOUSING MATERIAL: GLASS—FILLED NYLON HEX
4. BEARING: DOUBLE—OILITE |
5. LEAD WIRES: 18 AWG., 16/19 STRAND
O—RING M22 X 1.5
NOTES: INTERNAL THREAD
1. DUAL OUTPUT GENERATOR ALSO AVAILABLE. BOTTOM VIEW
2. SPECIAL LENGTHS AND CONNECTORS AVAILABLE.
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